Technické detaily

Podlahy Baumit

Balkon - skladba s hydroizolaéni membranou
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1. Naslapna vrstva dlazba

2. Lepici malta Baumit Baumacol FlexTop Speed

3. Hydroizola¢ni membrana Baumit Baumacol AquaSafe / AquaSafe Extra

4, Lepici malta Baumit Baumacol FlexTop Speed

5. Ptiprava podkladu - Baumit SuperPrimer

6. Spadova potérova vrstva Baumit FlexBeton / FlexBeton Speed - min. tl. 45 mm

7. Tepelna izolace Austrotherm XPS TOP P GK

8. Lepici malta Baumit StarContact

9. Nosna konstrukce balkonu

10. Sparovaci hmota Baumit Baumacol PremiumFuge

11. Baumit okrajov4 dilatatni paska

12. Pruzny tmel Baumit Baumacol Polyurethane/Silikon + t&snici provazec

13. Hydroizolaéni paska, vtladena mezi dvé€ vrstvy hydroiz. stérky Baumit Baumacol Protect
14. Baumit Balkonova paska, pfetmelena hydroiz. stérkou Baumit Baumacol Protect

15. Pruzny tmel Baumit Baumacol Polyurethane

16. Baumit Okapnice, vtla¢ena do vrstvy hydroizontalni stérky Baumit Baumacol Protect

www.baumit.cz
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